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Ergonomic handle and 
comfort grip offers the 
same reach as a ratchet

From 0-1,900 rpm just 
like your favorite impact 
wrench, the W5330 flies 
through bolts with the 
variable speed trigger for 
more control

Steel-lined aluminum hammer case and a  
super-tough nylon housing make it ready to handle  
for every 6-ft. drop or shop fluid that comes its way

Conveniently located forward/
reverse switch for maximum 
control

Fully serviceable head  
for extended tool life; save  
on parts and replacement tool 
costs by removing a few quick 
screws for better accessibility 

180 ft-lbs of reactionless torque spares  
your knuckles, while showing hard-to-reach  
jobs no mercy

High-power,  
extended-life 20-volt  
Li-Ion battery  
is compatible with 
BL2012 and BL2010

Patented Inline 
battery design can 
go places other impact 
wrenches only dream of—
spaces that used to be 
reserved for a traditional 
ratchet or your bare hands

W5330-K22

IDEAL FOR:

Facilities 
Maintenance

General  
Industrial

General  
Automotive 

Repair

IQV®20 SERIES RIGHT ANGLE  
IMPACT WRENCH W5330 3/8’’ & W5350 1/2’’

W5330-K12  3/8” Impact Wrench, Charger, 1 BL2012 Li-ion Battery & Case
W5330-K22 3/8” Impact Wrench, Charger, 2 BL2012 Li-ion Batteries & Case
W5350-K12 1/2” Impact Wrench, Charger, 1 BL2012 Li-ion Battery & Case
W5350-K22 1/2” Impact Wrench, Charger, 2 BL2012 Li-ion Batteries & Case

Item No. Kit Details

AVAILABLE IN KITS

IQV®20 SERIES RIGHT ANGLE IMPACT WRENCH

W5330 BL2012-2.5 Ah 20 3/8”, Square Socket Retaining Ring 0–1,900 180 (245) 4.55 (2.06) 17.25 (439)
W5330 BL2022-5.0 Ah 20 3/8”, Square Socket Retaining Ring 0–1,900 190 (258) 5.15 (2.27) 17.25 (439)
W5350 BL2012-2.5 Ah 20 1/2”, Square Socket Retaining Ring 0–1,900 180 (245) 4.55 (2.06) 17.25 (439)
W5350 BL2022-5.0 Ah 20 1/2”, Square Socket Retaining Ring 0–1,900 190 (258) 5.15 (2.27) 17.25 (439)

    Drive No-Load MAX                         Tool & Battery
  Voltage  Size  Speed Torque Weight  Length
Model Battery DC Type rpm ft-lb (Nm) lb (kg) in (mm)


